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I o T ' S Easylock Connector _
: T A Terra Interface Panel
! Terra Access Point
Tip to Tap I/F Cable-BIU
) Tip to Tap I/F Cable-Hardwire
‘ Terra Field Ethernet Adapter
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1. Use existing mast arm and upright. Insta.ll propuscd video detection camera and v1deo-detectmnl NONE: 1602 PE— MATNTENANCE OF TRAPFIC PER ASSTGNMENT : B |
cables. X - - - o
: : 8015 3 EA CONDUIT BEND IN EXISTING BASE .
2. Use existing conduit. Install proposed video detectlon lead-m cable. i & . co1e . SMBEDDED METERED SERVICE FEDESTALS | ”_____r o
3. Use existing handhole. Cap and abandon ex1stmg sleeve. Remove existing loop detectmn lead—m cablc“.;, . 8019 2 EA F & I VIDEO DETECTION CAMERA W/ 3 WIRE ‘
for phase 1 and mstall proposed video detectlon lead-in cables, S . { | ' .
' : 8021 1 EA REMOVE & DISPOSE OF EQUIPMENT
4, Use ex15tmg conduit. Remove existing loop detectlon lead-in cable and install proposed v:deo detectio —_ _ .
lead-in cables. o 8033 10 LF . UP TO 4 IN. SCHEDULE 80 RIGID PVC CONDUIT- TRENCHED
s Lheexmnnghandhoh Capandabandonexmhngde&ckwsheveandrmmoveexmhngloquemcno ST . 8039 10 LF ' NO. 6 AWG STRANDED BARE -COPEER GROUND WIRE
Iead—m cables. ' | i [ : o ‘
6. Use existing conduit. Remove existing loop detection lead-in cable . _l___' BO*%B ‘ §0 LF | ELECTRICAL CABLE 1- CONDUCTOR NO. 4 AWG- THHN/ THWN
2/10/03
7. Use existing handhole. Remove existing loop detector lead-in cables and install proposed deo - e . . , )
- e E e — . ) - . - W »
detection lead-in cables. i APPROVAL - w—— %
8. Test pit this area, Install proposedpowerpedesta.l Install two schedule SOPVC bends and se.mc Wires . , _ T MARYLAND OT - STATE HIGHWAY ADMINISTRATION
into proposed power pedestal. e . - - ) -
. o ORIGINAL _ Offlce of Traff Ic & Sdfety
9. Install 2 inch schedule 80 PVC conduit (trenched) Install proposed service wires. | TEAM KEADER\ TRAFFIC ENGINEER T R
10.  Use existing handhole, Remove ex1st1ng loop detector lead-in cables and install proposed vzdeo UTILT Y LE GEND — _-émljl Fj:[_(; _E-:_.Nt- G I N E E RI N G‘ D E S I G N D I V I S I O N
detection lead-in cables. Remove and dispose of existing service wires, P Namrs T —————
L ; ASST. CHIEF TRAFFIC / | \
11.  Use existing conduits. Remove and dispose of existing service wires. G—ooG : GAS MAiN _ ) : _ M D 4 / M D 2 / M D 2 6 2
12, Use existing conduit. Remove existing loop detection lead-in cable and install proposed wdeo detecimn o W g W WA TER MA]N G E O M E T R l C [M P R O V E M E N T S
lead-in cables. Remove and dispose of existing service wires. P E ﬂ,s .SEWER MAWJ L LN L Q-F_
' ‘ .y ELEC TRIC CABLES CHIEF, ' TRAFFIC ENGINEERING OESIGN DIVISION . . | — T e — , :
13, Use existing controller cabinet. Remove existing loop detection lead-in cables for phases 1 &3 Rcmove A A AERIAL CA BLES T TN , DRAWN BY: MB 'F.A.P. NO. SEE TITLE SHEET A TS NO. 7
and dispose of existing service wires. Install proposed video detection lead-in cables. Install 2 inch, bend B o SRR 0 CHECKED BY: PDU . S.H.A. NO. AW-793- -585 3548 C. N ST —— -
and proposed service wires into cabinet. TOD personnel will install and program video detectlon ;. T ~T TEL EPHONE CABLES L FIGE.L NG |"=20¢ COUNTY CALVERT T.ILM.S. NO : .
.. interface eq”‘ff“e“t weon COI?P{?“O.E?@?OS‘ed detection work. T P S - o i DRECTOR, TRAFFIC & SAFETY - .~ § ), DECEMBER 2002 ¥ LoG MILE: 04000428.30 TV oF 1




